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Operation via wired shutter buttons:
Without programming on the Casambi app,
an action of max. 300 seconds takes place after a
3-second pulse
Operation of a shutter:
Programme UP or DOWN on a button in the Casambi
app (controls an element)
If this button is pressed for longer than 3 seconds, an
action of max. 300 seconds UP or DOWN takes place.
Casambi APP @
Operation of several shutters:
Create a scene with the desired shutters.
uP Max. UP or max. DOWN.
A push-button command controls the blinds for 300
DOWN seconds.
Another button command stops this.
Set timeout (de-energise motor)
MAX UP ©@D)
Network configuration > Control options > Use control
hierarchy
MAX DOWN QD
down > Behaviour of manual control: without timeout

Profiles per Shutter, this means on the APP 4x Shutter

For all shutters icons:
- Behaviour: always timeout
- Timeout: 5 min.

Wiring Diagram: LIGA air module

Luminaire Model:
Control:
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Blinds Variante Tast 4

— | A UP (Element)

L— | '/ DOWN (Element)

— | Reserve (Szene)

= | Reserve (Szene)

T4

For additional shutters or scene for light.

Function: Press briefly, pulse
Press for longer than 3 sec. Blinds move
UP/DOWN in desired direction in 300 sec.

eg. Feller Editio white 323226000

<>

LIGA.AIR.STO.240 LIGA.AIR.STO.2T.240

<> <<

LIGA.AIR.4.STO.240

Variante Tast 8 to 2 Pushbuttons

— | A uPBInd — | A uPBInd3

— | v DowNBiind 1 — | vV DowNBiind3

== | A uPBInd2 = | A UP Central

= | v DOWNBiind 2 — | V DOWN Gentral

Blinds / Shutters central
Program as Scene

e.g. Feller Editio white 323226000

LIGA.AIR.TAST8.240

Variante Tast 8 to one Pushbutton

= | A UP Biind1 DOWN ¥/ | =

= | Scene 1 Scene 2 | =

= | Scene 3 Scene 4 | =

1 piece Push-button 8 is sufficient.
T1-T6 occupied (blinds/light)
T7-T8 reserve

e.g. Feller Editio white 323227000

LIGA.AIR.TAST8.240

Wiring Diagram: LIGA air module
Luminaire Model:
Control: DIN-Module Shutter Module with 4 Shutter and 4x2 Push-Buttons
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